WATER MAIN

CAP OR PLUG WITH
2" IPS TAP

2" CLOSE NIPPLE

2” GATE VALVE
(SEE ELEV. VIEW)

2" GALVANIZED IRON
PIPE — LENGTH TO FIT

| | — 2" CLOSE NIPPLE

— 2" 90" BEND

2" 90° BEND

CONCRETE THRUST BLOCK

2" GALVANIZED IRON
PIPE — 12" LONG

TWO PIECE CAST IRON VALVE BOX,
EQUAL TO RICH VALVE CO.,

8" TOP SECTION WITH REGULAR
BASE SECTION, LENGTH TO FIT

(@

2 — 2" G.. 90 * BEND
WTH 2 — 2" G.I. CLOSE

11" X 17" CONCRETE METER BOX
WITH 3/16” THICK DIAMOND PLATE
STEEL COVER, EQUAL TO FOG TITE
METER SEAL CO. NO. 1D METER BOX

NIPPLE. OMIT IF NO LATERAL
ADJUSTMENT IS NECESSARY.

PLAN

ROADWAY

2" GATE VALVE, BRONZE
MOUNTED, DOUBLE DISC,
PARALLEL SEAT, SCREWED,

WITH 2" AWWA OPERATING
NUT, EQUAL TO DRESSER
M&H NO. 67-07

2” 90" BEND WITH
2” CLOSE NIPPLE BETWEEN
CAP OR PLUG AND BEND

2" GALVANIZED IRON PIPE,

THREADED, 12" LONG 2 — 2" GI. 90" BEND

WITH 2 — 2" G.I. CLOSE
NIPPLE. OMIT IF NO LATERAL
ADJUSTMENT IS NECESSARY.

CURB
4

11” X 17" CONCRETE METER BOX
WITH 3/16” THICK DIAMOND PLATE
STEEL COVER, EQUAL TO FOG TITE
METER SEAL CO. NO. 1D METER BOX

*3

36" MIN

. COVER

2 1/2" EXTENSION NIPPLE,
IRON PIPE THREAD BY HOSE
THREAD, WITH 2 1/2" CAP
AND CHAIN EQUAL TO JAMES
JONES CO. NO. J-341

2 1/2” X 2" REDUCER,
SCREWED

/2" GALVANIZED IRON PIPE,
THREADED, LENGTH TO FIT
2" X 2" X 2" TEE

2" CLOSE NIPPLE BETWEEN
TEE AND 90" BEND

"3\ 2" 90° BEND

\— 2” GALVANIZED IRON
PIPE — LENGTH TO FIT

——— 2" GALVANIZED IRON PIPE
18" LONG

/2" CAP WITH 1/8” HOLE FOR DRAIN

MAX.[" -.

\INSTALL 4 MIL POLYETHYLENE
PLASTIC COVER OVER WASHED
GRAVEL. CUT HOLE FOR PIPE.

10 CU. FT. WASHED GRAVEL
PASSING 1 1/2” AND

RETAINED ON 1/4” MESH

ELEVATION
2" BLOW-OFF ASSEMBLY
WATER STANDARD DETAIL
NORTHEAST SAMMAMISH
SEWER AND WATER DISTRICT — — | = | e




