VERTICAL THRUST BLOCKING
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3" (300 [111/4 [ 3415 | 5/8] 127 2
22 1/2 | 5.4 [1.75] 5/8 | 12 2
45 11.4 [2.25] 5/8 [ 12 2
4" [300 [111/4 [ 5.4 [1.75] 5/8 | 12" 2
22 1/2 [11.4[2.25[ 5/8 [ 12" 2
45 20.8[2.75 | 5/8 | 127 2
6" [300 [ 11 1/4 [11.4 225 5/8 | 127 2
22 1/2 [27.0[ 30 [ 5/8 [ 12 2
45 42,935 [ 5/8 | 12 2
8" [300 [ 11 1/4 208|275 5/8 | 12" 2
221/2 | 42935 | 5/8 | 12 2
45 76.84.25 | 5/8 | 127 2
10"[300 [ 11 1/4 [343]3.25] 5/8 [ 12 2
22 1/2 [64.0][ 40 [ 5/8 [ 12 2
45 125 | 5.0 | 3/4 | 24" 2
12" 300 [ 11 1/4 |429] 35| 5/8 | 127 2
221/2 | 91145 | 5/8 | 12 2
45 166 | 55 | 5/8 | 12” 4
14”250 [ 11 1/4 |52.7]3.75] 5/8 | 12” 2
22 1/2 [ 107 [475] 3/4 | 24" 2
45 190 |5.75 | 3/4 | 24" 4
16" (225 [11 1/4 |640] 40 | 5/8 | 12 2
22 1/2 [125 [ 5.0 [ 5/8 [ 127 4
45 216 | 6.0 | 5/8 [ 12 6
18"[200 [ 11 1/4 |640] 40 | 3/4 | 24" 2
22 1/2 | 145 [5.25 | 3/4 | 24" 4
45 244 |6.25 | 3/4 | 24" 6

NOTE: CONCRETE SHALL HAVE A MINIMUM
28 DAY COMPRESSIVE STRENGTH
OF 3000 PSI.
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