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FIRE HYDRANT LOCATION

IN CUT OR FILL

NOTE: VALVE OPENING, 6” MECHANICAL JOINT INLET,

1-1/4" PENTAGON OPERATING NUT. FIRE
HYDRANT TO BE PAINTED TO MATCH EXISTING
FIRE HYDRANTS: BODY — ICI, DEVGUARD
INDUSTRIAL ALKYD ENAMEL 4308-6650 MEDIUM
GREEN, TOP & BOLLARDS — ICIl, DEVOE
4308—1000 WHITE

FIRE DITRICT #0 —
NATIONAL STANDARD THREAD

FIRE DISTRICT #34 —
SEATTLE THREAD

SECTION WITH REGULAR BASE

COMPRESSION TYPE FIRE HYDRANT WITH ONE
4” PUMPER CONNECTION, 5" STORZ ADAPTER,
TWO 2—1/2" HOSE CONNECTIONS, 5—-1/4" MAIN
M
WA SECTION. LENGTH TO FIT.

TWO—-PIECE CAST IRON VALVE
BOX, EQUAL TO RICH VALVE
CO., STANDARD 8" TOP

"

T

HYDRANT EXTENSION

IF REQUIRED 6" GATE VALVE, FLANGE X

MECHANICAL JOINT

7 CU. FT. MIN. WASHED
GRAVEL PASSING-\

CAST IRON FITTING, WMITH
1-1/2" AND RETAINED M-
ON 1/4" MESH FOR

6" FLANGE ON SIDE
DRAIN

D-

16"X8"X4" MINIMUM Yo"
CONCRETE BLOCK NORMALLY

\—6' CAST IRON PIPE, CEMENT LINED,
LENGTH TO FIT, WITH 2—-3/4" TIE RODS,
LENGTH TO FIT. HYDRANT TO HAVE
LUGS AND GATE VALVE TO HAVE LUGS.

FIRE HYDRANT ASSEMBLY

WATER STANDARD DETAIL

NORTHEAST SAMMAMISH
SEWER AND WATER DISTRICT

FILE SCALE DATE

SAMDTW1 | NTS | 9/14/93




